
INSURV SPACE INSPECTION CHECKLIST 
 
SPACE NAME: _______________ 
 
FRAME NUMBER: ___________ DEPARTMENT: __________ DIVISION: ________________ 
 
 
_____ - CCOL/BULLSEYE WAS NOT PROPERLY POSTED/LOCATED.  
_____ - CABLES WERE NOT SECURED IN CABLEWAY BRACKETS.  
_____ - CABLE TAGS WERE MISSING AT SPACE ENTRY/EXIT POINTS.  
_____ - CABLE TAGS WERE NOT PROPERLY ATTACHED TO CABLES.  
_____ - CABLEWAY BANDING RUBBER CHANNEL WAS MISSING.  
_____ - CABLES WERE IMPROPERLY DEAD-ENDED.  
_____ - CABLE STUFFING TUBE/PASSING TUBE WAS NOT PROPERLY PACKED.  
_____ - THERE WAS DUST/DEBRIS BEHIND/UNDER EQUIPMENT.  
_____ - THERE WAS DUST/DEBRIS UNDER THE FALSE DECK.  
_____ - THERE WERE ITEMS STOWED UNDER THE FALSE DECK.  
_____ - VENT SCREENS/DIFFUSERS WERE DIRTY.  
_____ - POWER PANEL DOORS HAD NOT BEEN REMOVED (NORMALLY MANNED SPACES).  
_____ - POWER PANEL MEGGAR HOLES WERE NOT PROPERLY PLUGGED.  
_____ - POWER PANEL SECURING HARDWARE WAS MISSING.  
_____ - POWER PANEL MULTI-PHASE BREAKER BRACKETS WERE MISSING.  
_____ - POWER PANEL MBT INTERLOCK BAR WAS MISSING.  
_____ - SECURITY CONTAINERS DID NOT HAVE PROPER EMERGENCY ILLUMINATION.  
_____ - THERE WERE ITEMS WERE STOWED UNDER FALSE DECK.  
_____ - HAZMAT/FLAMMABLE MATERIAL WAS NOT PROPERLY STOWED.  
_____ - STOWAGE WAS INADEQUATE/VARIOUS ITEMS WERE NOT PROPERLY SECURED FOR SEA.  
_____ - TEST EQUIPMENT STOWAGE WAS INADEQUATE  
_____ - PADDING/SECURING STRAPS WERE MISSING.  
_____ - SPARE PARTS WERE IMPROPERLY STOWED.  
_____ - DECK MATTING SEAMS DID NOT HAVE CORRECT MATERIAL UNDER UNSEALED SEAMS.  
_____ - DECK MATTING SEAMS WERE NOT PROPERLY SEALED.  
_____ - DECK MATTING WAS NOT PROPERLY SEALED AT DECK EDGES.  
_____ - DECK MARKINGS FOR TEMPORARY MATTING PLACEMENT WERE MISSING.  
_____ - DECK PLATE SCREWS WERE MISSING.  
_____ - ESCAPE SCUTTLE WAS NOT PROPERLY LABELED "DO NOT BLOCK OR OBSTRUCT".  
_____ - EMERGENCY DESTRUCTION EQUIPMENT WAS MISSING.  
_____ - SHORTING PROBE WAS MISSING.  
_____ - SHORTING PROBE END WAS NOT PLUGGED.  
_____ - SHORTING PROBE GROUND STRAP CLIP SCREW WAS NOT SOLDERED INTO PLACE.  
_____ - SHORTING PROBE HAD BROKEN PARTS.  
_____ - THE INTRUSION ALARM/DOOR SWITCH WAS INOP. 
 
 
 
ADDITIONAL REMARKS: _____________________________________________________________________ 
_________________________________________________________________________________________ 
_________________________________________________________________________________________
_________________________________________________________________________________________
_________________________________________________________________________________________
_________________________________________________________________________________________
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_________________________________________________________________________________________
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_________________________________________________________________________________________ 


